MATERIAL SAFETY DATA SHEET FILE NO.: 113542
NAME OF PRODUCT MSDS DATE:10/02/06

SECTION 1: PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NAME: Molybond

SYNONYMS:
PRODUCT CODES:

MANUFACTURER: Chemax Corporation

DIVISION:

ADDRESS: PO BOX 7453
Beaumont, TX 77726

EMERGENCY PHONE: 409/866-4232
CHEMTREC PHONE: 1-800-255-3924
OTHER CALLS: 409/866-4232
FAX PHONE: 409-866-4424

CHEMICAL NAME:
CHEMICAL FAMILY:
CHEMICAL FORMULA:

PRODUCT USE: Lubricant wth Moly
PREPARED BY: Bruce Riffel

SECTION 1 NOTES:

SECTION 2: COMPOSITION/INFORMATION ON INGREDIENTS

INGREDIENT:
Name CAS NO. PEL LV %WT SARA 313
REPORTABLE
YL ALCOHOL 67-63-0 400 PEM
UM 7439987 N/A es

SECTION 2 NOTES:

SECTION 3: HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW: Flammable Aerosol under pressure do not expose to high temperatures or store in direct sunlight.
Pressure can cause splashing of chemical.

ROUTES OF ENTRY: Skin, Eyes, Ingestion, Inhalation

POTENTIAL HEALTH EFFECTS
EYES: Irritation likely

SKIN: Mild irritation likely may cause localized defatting.

INGESTION: Gastric discomfort

INHALATION: DIZZINESS. PROLONGED EXPOSURE MAY LEAD TO UNCONSCIOUSNESS
ACUTE HEALTH HAZARDS:
CHRONIC HEALTH HAZARDS: None known

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE: None known

CARCINOGENICITY
OSHA: No ACGIH: No NTP: No IARC: No

OTHER:
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SECTION 3 NOTES:

SECTION 4: FIRST AID MEASURES

EYES: Flush with water for 15 minutes. Contact physician if irritation persist
SKIN: Wash with soap and water for 15 minutes. If irritation develops seek medical attention.

INGESTION: Give person 2 glasses water if conscious and alert. Contact physician; do not induce vomiting unless directed by
medical authority.

INHALATION: Move to fresh air. If not breathing administer artificial respiration.

NOTES TO PHYSICIANS OR FIRST AID PROVIDERS:

SECTION 4 NOTES:

SFCTION 5: FIRE-FIGHTING MEASURES

FLAMMABLE LIMITS IN AIR, UPPER: 12.0
{% BY VOLUME) LOWER: 2.0

FLASH POINT:
F: 83
C:
METHOD USED: TCC

AUTOIGNITION TEMPERATURE: N/A

F:
C:
NFPA HAZARD CLASSIFICATION
HEALTH: 1 FLAMMABILITY: 3 REACTIVITY: 1
OTHER:

HMIS HAZARD CLASSIFICATION
HEALTH: 1 FLAMMABILITY: 3 REACTIVITY: 1
PROTECTION: B

EXTINGUISHING MEDIA: ABC Dry chemical fire extinguisher, Alcohol foam, CO2.
SPECIAL FIRE FIGHTING PROCEDURES: Wear SCBA in fire situations
UNUSUAL FIRE AND EXPLOSION HAZARDS: Contents under pressure exposure to high temperatures above 120F can cause

bursting. Vapors will settle in low lying areas and can travel along ground to ignition sources such as pilot lights. Do not use
cutting torch or welding equipment in the area.

HAZARDOUS DECOMPOSITION PRODUCTS: oxides of carbon

SECTION 5 NOTES:

SECTION 6: ACCIDENTAL RELEASE MEASURES

ACCIDENTAL RELEASE MEASURES: STOP DISCHARGE AND CONTAIN MATERIAL. SUBSTANTIAL QUANTITIES MAY BE
RECOVERED WITHA VACUUM PUMP. USE EXPLOSION PROOF EQUIPMENT IF FLAMMABLE OR COMBUSTIBLE.
OTHERWISE, USE APPROPRIATE ABSORBENT.

Dispose in accordance with local, state and federal laws. Small releases may be wiped up with wiping material.

SECTION 6 NOTES:
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