MATERIAL SAFETY DATA SHEET

Revisi;an Number 1. Revision Date 10/6/06

Product code
Product name
Chemical characterization

EMERGENCY TELEPHONE
NUMBER

A00392PL MSDS 1006
Original Nut Buster Penetrating Lubricant, A-158
Aerosol
Manufacturer, importer, supplier

Chemax Corporation
PO Box 7453
Beaumont, TX 77726
Phone: 800-346-0132
1-800-346-0132

lEmergency Overview:

DANGER:

Extremely flammable

Harmful or fatal if swallowed
Harmful by inhalation

Irritating to eyes and skin.
Pressurized container. Protect

from sunlight and do not expose to temperatures exceeding 122°F (50°C)

KEEP OUT OF REACH OF CHILDREN

'HMIS (Hazardous Material
'Information System)

Health=2; Fire=3; Reactivity=0
Personal protective equipment = B

Eye contact

Contact with eyes may cause irritation.

Irritating to skin. Prolonged skin contact may defat the skin and produce dermatltls

'Skin contact

Inhalation i lnhalatlon of high vapour concentrations may cause nasal & respiratory irritation

| Iand symptoms like headache, dizziness, tiredness, nausea, vomiting and possible |
. - ~unconsciousness. - |
Ingestion: /Aspiration may cause pu!monary oedema and pneumomtrs

‘General advice

Ensure adequate ventilation, especially in confined areas. Avoid contact with skin | |
and eyes.

i

EPrinciple Routes of Exposure

Inhalation, Ingestlon and Skin Absorption

CAS Chemical Name | % Weight OSHA* ~ ACGIH TLV (ppm) '

64742-47-8 |Hydrotreated Light 75-85 5 mg!ms (mist) 5 mg/m3 (mist) i

| Petroleum Distillates -

64742-53-6  |Petroleum distillates, 5-10 5 mg/m3 (mist) 5 mg/m3 (mist)
hydrotreated light .

i naphthenic | L ) |

64742-88-7 |Solvent naphtha I 5-10 T 100 ppm 100 ppm .
(petroleum), medium r | 5 |
aliphatic R 1 |

124-38-9 Carbon dioxide [ <5.0 ‘ 5000 ppm T N 5000 ppm |

* OSHA - PELs

[Eye contact

Immediately flush with plenty of water. After initial flushing, remove any |
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